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BILGE ACCESSORIES

Fit Whale high quality pumps and accessories to ensure long term reliability throughout your bilge waste system. 
Whale switches, diverter valves, and pipework connections are designed and manufactured to the highest quality
specification. Combine these accessories with your Whale bilge pumps for reliability and durability. 

COMPLETE YOUR SYSTEM

Electric Field Sensor 

Model Electric Field Sensor Switch  Electric Field Sensor Switch 
with 30 second time delay

PART NUMBER BE9003 BE9006

Voltage 12V d.c. or 24V d.c. 

Current Suitable up to 20 amps

Standby current  0.008 amp

Float Switch

Model Attwood Float Switch with Cover

PART NUMBER 4201-7 

Voltage d.c. 12V d.c. or 24V d.c.

Current Suitable up to 12 Amps

 Electric field sensor automatically senses water levels and switches on the bilge pumps

 Nylon material - withstands high temperatures

 Automatically switches on when 51mm (2") of water is sensed and turns off when 
water drops below 13mm (½")

 BE9006 model - built in 30 second off delay for efficient operation, prevents cycle in 
small sump installations or enables lower drain than 13mm (½”)

ELECTRIC FIELD SENSOR RANGE

SUITABLE FOR ORCA, SUPERSUB, STANDARD SUBMERSIBLE RANGES AND GULPER

 Ideal for use with electric bilge pump

 Float switch senses water levels and switches on the bilge pumps

 Automatically switches on when 51mm (2”) of water is sensed

 Easy to install, mounted on either horizontal or vertical surface (e.g. bulkhead or hull)

 Suitable for installations where current draw is up to 12 amps

 Compact design

ATTWOOD FLOAT SWITCH

SIDE VIEW
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SUITABLE FOR ORCA, SUPERSUB, STANDARD SUBMERSIBLE RANGES AND GULPER

WARRANTY 1 YEAR

WARRANTY 1 YEAR


